
 / FASTENING OPTION 
 

 
 

 / SCHEME OF CONNECTION 
 

 
 / COLOR MARKING OF WIRES 

 / RED SIGNAL / RED WIRE +24  / +24V 
 / BLACK WIRE -24  / -24V 

 / GREEN SIGNAL  / YELOW WIRE +24  / +24V 
/ BLUE WIRE -24  / -24V 

 
 / PACKAGE 

 1/24 
Traffic Light Led two section IS-R1/24 1 . / 1 piece 

 / Metal Corner 2 . / 2 pieces 

 ( , , ) 
Fixture set (bolt, washer, rubber laying) 

2 . / 2 sets 

 / User Manual 1 . / 1 piece 
  / TECHNICAL SUPPORT 

 
: 

- : 8 (812) 981-07-63 
- : help@infoparking.ru 

Technical support: 
- by phone: 8 (812) 981-07-63 
- by e-mail: help@infoparking.ru 
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 Traffic Light Led two section 

Series INFOSVET IS-R1/24 
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The LED one section, IS-R1/24 revers 
traffic  light  is  intended  for  regulation  of  
the  movement  in  internal  territories  of  
the enterprises, parkings, car washes as 
the light-signal device. 
This modification has red and green color 
of a luminescence.  
Switching of sections happens by giving 
of supply voltage on necessary section of 
a luminescence. 
 
Diameter of section – 200 mm. 
Rated current of consumption – 0.2 A. 

 
POWER SUPPLY - 24 direct current 
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